A description of AutoSimulations' simulation tools is given. An example of an AutoMod model is included and a discussion of the integrated environment follows.
INTEGRATED SIMULATION SOFTWARE
AutoSimulations, Inc. offers a patented simulationbased computer software system that supports every aspect of facility design from concept through implementation and operation. Each unique software package supports a facility design function offering a variety of automatic model development procedures.
1.1. AUTOMOD AUTOMOD is a computer language specifically designed to simulate industrial systems suc.h as factories, warehouses, and distribution centers.
It combines the ease of objective programming with the power of procedural programming.
These non-procedural and procedural elements can be separated so that only the more complex features need be programmed by hand. For example, AUTOMOD programs only need to know the physical dimensions of the movement system, the places along the system that the different types of loads are to be operated on, the time it takes the different resources to process loads, and some information about the speed of the movement system for the AUTOMOD compiler to generate the GPSS code that specifies the complete movement of loads through the system.
It is easy to create AUTOMOD simulations of systems built with conveyors, Automated Guided Vehicle Systems, Automatic Storage/Retrieval Systems, towlines, carousels, and power and free conveyors because AUTO-MOD contains standard code for such movement systems given the physical dimensions and vehicle specifications as parameters. Accuracy is obtained by using a library of proven algorithms that operate on Eles containing the operating characteristics of specific hardware configurations.
To deal efficiently with complex systems, AUTOMOD also allows onv to supply detailed procedures that tell the system exactly how, and in what order to perform specific tasks. Various statistics, kept track of automatically, can bc used in programmer-written procedures. If necessary, GPSS subroutines can also be used. As a time saving feature, AUTOMOD comes with a report generator. The AUTOMOD graphics package AUTOGRAM allows a designer to see an animated display of the system in operation.
The viewing perspective can be changed, and the different components can be viewed individually. The animation can be seen in real time, slow motion, or accelerated modes. processes ser\'e as a controlling system. they tell the loads which routes to follow, which resources to use, and other information needed to correctly model the system.
A Simple Program
This section is n!eant to give a feeling for AUTO-MOD. We will explain how to write a simple conveyor program.
1.3.1. A Description of the System.
An AUTOMOD system at its most basic level can be thought of as a series of loads traveling through the system from process to process by means of a movement system. These processes contain instructions for loads to execute, such as: using resources, choosing a next process, managing the movement system, etc. Before writing an AUTOMOD program, the modeler must have a basic understanding of four important program components: 1. The loads that travel through the system 2. The configuration and type of the movement system 3. The different operations performed on the load 4. The number of resources in the system, and the amount of time each resource is required by the various loads.
The names of the movement systems, processes, loads, and resources used in the program must be declared at the top in the section known as the declarations.
Let's start with a description of the problem. Our example has only one type of load, called Bon.
One load erters the system about every 60 seconds. The loads can enter as close together as 45 seconds, or as far apart as 75 seconds. The loads' interarrival times (the times between successive arrivals) are uniformly distributed on the interval 45-75 seconds. This is modeled in AUTOMOD by the phrase "create at rate.nniform 60+-I 5 sec." The phrase "uniform 60+-15" specifies the correct interarrival time, the midpoint 60 seconds plus or minus 15 seconds. We know that a maximunof 1000 loads will be created during the period of simulation. The AUTOMOD generation limit statement alh,ws us to easily indicate the total number of each load allowred: "generation limit 1000." AUTOMOD must be told where the created loads are to enter the system. This is done by the statement in the declarations "first process Receiving." One other bit of information is known about Boxes--the first one does not enter the system until four minutes after the simulation starts. This is speciEed by: "first at 4 min." AUTOMOD has no trouble using minutes, seconds, and hours: or inches and feet in the same program. Figure 1 describes the conveyor system that our model uses. Note that although our modsel uses only one type of movement system, any number can be used in a single AUTOMOD model. The process Receiving puts loads on the conveyor at the beginning of section K. They travel down conveyors A, B, and D, and are removed at the end of conveyor D to be packed. Process Packaging packs every three loads into one load, and then pIaces that load onto the movement system at the beginning of conveyor F. The packaged loads then move down conveyors F, B, C, and L. The process Shipping removes the loads, where they leave the system.
We have three resources in our system: 1. Two receiving clerks. It takes them 50 seconds to receive a Box. 2. One packaging clerk. It takes 3 seconds to package a load. 3. One shipping clerk. This job takes 50 seconds as well.
To summarize the information:
1 load type: Box 3 processes: A. Receiving--performs 2 functions: 1. Receives loads from outside of the system 2. Puts loads onto the movement system B. Packaging--performs 3 functions: 1. Takes loads off conveyor at rnd of section D 2. Packages loads 3. Puts packaged loads back onto the conveyor C. Shipping--performs 2 functions: 1. Takes loads off the conveyor at end of section L 2. Ships loads, that is, takes them oui of the system. The word "model" and the colon appear in all AUTOMOD programs.
The name "FirstExample" is the name of this program.
A11 declarations start with the name of the item being declared which is immediately follo\ved by a colon. The end of each individual declara--tion is signaled by a sem-co!on.
The The phrase "at end" referring to the "from" section in a transfer list, and the phrase "at beginning" referring to the "to," section are the defaults.
They need not be included, but doing so improves the readability of the model. Our next example means exactly the same thing to AUTOMOD as the previous: section K length 16 ft cccumulation trans'er to A
The next section, A, transfers to the right rather than transferring straight ahead to its next section, B. This is indicated by including the word "right" in the section definition, Jf the transfer had been to the left, the keyword "lrft" would ha\-e been used instead. specify its location on the movement system, indicate the resources invoIved, specify the load's next process and identify where in the movement system the process outputs the load.
These actions can be as complex as desired.
Once the configuration of a movement system has been described, the movement system itself knows how to move loads from one process to another, so the programmer need only say where the load is to be placed on the movement system, and w-hat process the load is going to.
Process Receiving fetches the loads from outside of the system using the following statement:
input from birth
The program already knows from the loads table that the first process that Boxes are expected in is the process Receiving so it need not be specified again. The next line indicates that the resource Ret-clerk is used in Receiving. Since no processing time is given, the time used in the resource table, 50 set, is automatically used.
If the rcsourcc Ret-clerk is used for different jobs which take different amounts of time, the new time can be tacked onto the statement and will automatically override the default processing time listed in the resource declarations.
Example:
use resource Rcc-clerk processing time 3 min
Where does the process Receiving leave the boxes after processing?
The specific location of the loads is declared by indicating 1) the specific movement system used, 2) the conveyor section, and 3) the exact location of the loads measured from the beginning of the specific conveyor sect ion: The load is placed on the conveyor at 4 feet rather than 0 feet because the "leading edge" of the load; that is, the edge farthest upstream; is at 4 ft. If the load were placed on the conveyor at 0 feet, it would model the load hanging off the front of the conveyor, with only one edge actually touching the movement system. Finally, the load must be sent to the next process, performed by a send statement.
send to Pockaging
The process Pac,kaging is similar, but it has a more complex send statement. Packaging packs three loads into one. So, only one load leaves for every three loads Integrated Software for Manufacturing Simulation that enter the process. "Send to nextof Shipping die die" sends one load to process Shipping for every two that are removed from the system. The keyword die indicates that the loads referred to leave the system. Loads leave the system at process Shipping, so all of its loads die. As the loads do not go to a location in the system no output statement is necessary.
Run Control
Specifications. The run control section specifies how long the model will execute. In the case of figure 2 the program runs for 4 hours. If the "reset" keyword is used, statistics can be reset and the model run after a steady state has been reached. Any reports generated will reflect only the statistics gathered after the reset. These specifications will run a system for 8 hours, reset all statistics, and then run it for 24 more hours. Reports will be printed for the first 8 hour run and the 24 hour run. The narw of the conveyor section for which statistics are beting reported.
The average amount of the section's capacity occupied by loads; 0.000 if no ioad ever got on the section, 1.000 if the section was always full.
The toral number of loads to enter or occupy this section.
The average length of time loads stayed in this section, that is, how long it took on average to traverse the section.
The maximum number of loads which can be in the section simultaneously.
Refers to the following three categories
The ave:age number of loads in the section during the run period. If Util is 1 .OOO (Full Utilization), Ave Contents should be the same as Capacity.
The number of loads in the system when rhc simulation ended.
The maximum number of loads ever in the section at one time.
The average length of time loads had to wait to get into rhe section.
The percentatge of the loads entering the section which did not have to wait to enter. I.e., whose wait time was zero. The name of the specific resource the statistics are for.
The fraction of time the resource was busy.
The number of loads processed by the resource.
The average Iength of time it took a load to be processed.
The total number of this resource available. It should always be the same as the capacity declared in the resource declaration.
Refers to the following three 
Contents
The name of the specific process that the statistics are for.
The total number of loads to enter the process.
The average length of time a load was in the process.
Refers to the following three categories 2-load difference is no problem, as those loads are on the movement system between processes Receiving and Packaging.
Shipping received 145 loads, one-third the number that the other two processes received, as expected.
The conveyor section statistics show that each section had a reasonable nu.ctber of entries. If there was a build-up of loads, the "max" column would be the same size as the "capacity" column. Notice that section B has more entries than any other section. Loads are counted twice in this section, once when they go from Receiving to Packaging, and then again when they travel from Packaging to Shipping.
We would expect B to carry the number of entries on section D plus the number of entries on section F: 471 + 147=618. Every time a load enters a conveyor it is counted.
Since a load enters the system every minute on the average (other than in the Erst four minutes, when no loads enter the system), in the 8 hours the simulation will run it is expected that approximately 476 loads ((60 X 8)-4) will be handled by Receiving and Packaging.
Similarly, approximately 158 loads should be sent through Shipping (476/3).
As the interarrival time of each load is a random number one cannot reasonably expect an exact match between the presumed numbers and the actual numbers, but the two should be close. In the example above, 473 loads enter the system, and 145 leave it, well within expectations.
158 -145 = 13 loads, the same number that are in the system, either on a conveyor section or in a process. In addition, machines break down, tools become dull or lost, processes go out of control, and personnel are absent. The effect of these conditions can only be grossly estimated within an MRP system. Also, lead times used in MRP scheduling are broad generalizations of what is "supposed" to happen at a given point in time. For example, lead times typically have three "time" components:
Net processing time (includes actual processing time plus planned and unplanned down tinre).
Material Transportation.
Waiting (Queuing).
Processing times can be developed accurately through the use of the product's process, or production plan. Material transportation is figured less accurately with assumptions such as 10 minutes for intradepartment moves and 45 minutes for interdepartment moves. Waiting, or queuing, time is modeled the least accurately with estimates approaching days for a product to be processed. The problem arises when we are faced with the fact that in many job-shop environments a part spends less than five percent of its total time on the shop poor being processed.
The balance is spent waiting, and to a lesser extent, moving.
The problems in scheduling arise because the variability of process times, material movements, resource failures and other variables are not accurately depicted in the MRP program.
The conclusion is that the lead times MRP systems are using- 
